
PRODUCT
BROCHURE

L E A D I N G  N A T I O N  W I T H  I N N O V A T I O N

DTOWN ROBOTICS PRIVATE LIMITED
INDIA

DTR P40T



Flight Time

*upto 30 Minutes



CAMERA

*HDMI Output HD Camera



RANGE

*Range up to 12 Km LOS 



PAYLOAD

Payload weight up to 
40,000 grams








DTR P40T
THE ULTIMATE PAYLOAD DELIVERY DRONE



DRONE DELIVERY PLATFORM

Survey/Mapping

Infrastructure Inspections

Agriculture

Security and safety Surveillance

Search and rescue

power line inspection




APPLICATIONS



SPECIFICATIONS
Parameters Specification

Product Name DTR P40T

Model Number DTR/TUFF/P40T

Flight Time  up to 30 minutes

Assembly/disassembly time 4-5min

GPS 2 * RTK GPS for more accuracy(GPS/Glonass)

Range *Up to 12 Km LOS

Primary Payload/Camera RESOLUTION 12MP 4K daylight camera

SECONDARY PAYLOAD CAMERA 320*240/ 640*480 Thermal CAMERA

Gimbal 3 axis

Operational Temperature -10°C to 55°C

Country of origin India

Operating Altitude 500 meter (AGL)

Maximum takeoff Weight 90Kg

Payload Up to 40 Kg

Max Launch Altitude 3600 meter (AMSL)

Flight Modes

Auto-takeoff & landing, Waypoint navigation, RTH, Hover at

defined waypoint, autonomous waypoint navigation, manual

control using Joystick transmitter, Terrain AVOIDANCE

Fail safe Features rth, low battery failsafe, radio failsafe 

Live video feed 1080p digital feed from primary Camera

Master slave mode *optional (with extra slave remote)

Battery Type Lithium Ion Battery



Plan your Autopilot missions in our GCS software with easy tools for transport applications.



Optional Attachment for winch mechanism for up to 5 kg payload mechanism.



Smart Battery Charging System with two port availability



Live Aircraft Parameters  for Voltage , Speed , Angle , Altitude and terrain Data.



Various Flight Modes such as Loiter, Position Hold , Altitude Hold and GPS denied manual Flying.



Return to Home Features on communication failure, battery failure, Poor Signal , High Wind Disturbances.



Additional Attachments include -



Wireless Speakers, High Density Search Lights, Food Delivery Payload Box, First Aid Box, Winch Mechanism ,
Water Container Carrier.




Consumable Accessories Include -



Spare Propeller X 6 units
Spare Battery X 1 units






Some salient features
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